DAFTAR PUSTAKA


ACI, 1995. “Ground Granulated Blast Furnance Slag as a Cementitious Constituend in Concrete”. American Concrete Institute Committee 233-R, Farmington Hills, MI.

ACI, 1996. “Use of Fly Ash in Concrete” American Concrete Institute Committee 232-2R. Farmington Hills, MI.

ACI, 2001. “Use of Raw or Processed Natural Pozzolans in Concrete” ACI Committee 232. 1R-00 Report.

ACPA. (American Concrete Pavement Association). 2009. “Recycling Concrete Pavement”


ASTM, 93. “Standart Specification for Fly Ash and Raw or Calcined Natural Pozolan for Use as a Mineral Admixtures in Portland Cement Concrete” ASTM C 618-93.


Ganne, V.K., 2009. “Long-Term Durability Studies on Chemically Treated Reclaimed Asphalt Pavement (RAP) Materials”. Thesis in Master of Science in Civil Engineering, Faculty of the Graduate School of The University of Texas at Arlington. USA.

Goodsall, G.D., 1981. “In-Situ Recycling Of Asphalt Wearing Course In the UK”. *Supplementary Report 675, Construction and Maintenance Division Highway Department*, Transport and Road Research Laboratory Berkshire ISSN 0305-1315.


141


